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1. Description/Specification

1.1 Description: PCR Workstation, CE certified

1.1.1 PCR amplification is extremely sensitive to contamination, prevention of contamination
requires good laboratory practices to minimize external or cross-contamination during reagent
and sample preparation.

1.1.2 ABDOS PCR Workstation is designed to protect against contamination in sensitive PCR
amplification reactions. ABDOS manufactures Mini and Midi PCR workstations which are
designed for UV Irradiation of PCR Chemicals. These PCR workstations are self-contained
work area that will help protect your PCR runs against contamination.

1.1.3 Itis ideally suited for use with non-hazardous contaminants and when flexible access to
the instrumentation in the cabinet is required.
1.2 Design:

PCR Workstation
1.3 Performance Specification:

Code E12480 E12481 E12482 E12483
Voltage 220-240 V 220-240 V 220-240 V 220-240 V
Frequency 50-60HZ 50-60HZ 50-60HZ 50-60HZ
HEPA Filters NA NA NO 2 Nos (10X10 cm)
Fluorescent Tube 1 Nos 2 Nos 2 Nos 2 Nos
UV Tubes 1 No 1 No 1 No 1 No
Pipet Holder NA 1 Nos for standing | 1 Nos for standing | 1 Nos for standing 5
5 Micropipettes 5 Micropipettes Micropipettes
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Switches At Side At Side At Side At Side
Socket Inside NA Yes; For Running | Yes; For Running Yes; For Running
Mini Equipment Mini Equipment Mini Equipment
Sliding Door Yes, From Yes, From Front Yes, From Front | Yes, From Front Side
Front Side Side Side
Cabinet MS Powder MS Powder coated | MS Powder coated MS Powder coated
coated with with with with
Code Type Working Platform No. per Case
E12480 ABDOS-Mini PCR Work Station 250X120X120 mm 1
E12481 ABDOS-Midi PCR Work Station 650x450x300 mm 1
E12483 ABDOS-Midi PCR Work Station with 600x500x450 mm 1
HEPA Filter
E12482 ABDOS-Midi PCR Work Station with UV 600x500x450 mm 1
switch

1.4 Quiality control:

Product are manufactured, inspected and found to be in compliance with product & quality
specification requirements as documented in ISO 9001:2015 & 13485:2016 Quality
Management System. Testing of various characteristics in accordance with the valid
specification, inspection reviewed & signed for product release

Warranty: 12 months from the date of Installation or 15 months from the date of Invoicing

W/ U,\y. 'OL
Quality rance Incharge 8 ROORKEE :
Abdos Labtech Pvt. Ltd. . i,

it
ABDOS

Shiv Ganga Industrial Estate,
Plot no.1 Lakeshwari, Bhagwanpur, 13A, Government Place (East)
Roorkee — 247667 Uttrakhand, India Kolkata — 700069, India

An I1SO 9001 ,13485, 14001 & CE Certified

A Division of Abdos GST : 05AAGCA8605A1Z7

Regd. Office:

P :+91(0) 1332235277

E :labtech@abdosindia.com
W: www.abdoslifesciences.com
CIN : U85100WB2008PTC123903




